
TECHNICAL SPECIFICATIONS

Stainless Steel Cable Ties
GH1080-XXY

Stainless steel ties are tamper-resistant and used to 
attach sensor cable to the fence. Stainless steel cable ties 
are sold in packages of 100 and are available in different 
lengths and finishes.

Specifications

• Number per package: 100

• “C” indictes black finish coat

• Type 316 stainless steel

• Tie dimensions:

• -08: 200 x 4.6 x 0.26 mm (8 x 0.18 x 0.01 inch) 

• -014: 360 x 4.6 x 0.26 mm (14 x 0.18 x 0.01 inch) 

• -020: 520 x 4.6 x 0.26 mm (20 x 0.18 x 0.01 inch)

• -08C:  200 x 4.6 x 0.33 mm (8 x 0.18 x 0.013 inch) 

• -014C:  360 x 4.6 x 0.33 mm (14 x 0.18 x 0.013 inch) 

• -020C:  520 x 4.6 x 0.33 mm (20 x 0.18 x 0.013 inch)

• Package weights:

• -08/08C: 258 g (0.57 lbs)

• -014/014C: 417 g (0.92 lbs)

• -020/020C: 558 g (1.23 lbs)

• Minimum installation temperature: –60 °C (–76 °F)

• Minimum loop tensile strength: 150 lbs

• Bundle diameter sizes:

• -08/08C:  Min 13 mm (0.5 in), max 50 mm (2.0 in)

• -014/014C:  Min 13 mm (0.5 in), max 100 mm (4.0 in)

• -020/020C: Min 13 mm (0.5 in), max 150 mm (6.0 in)

TS-GH-003-IN-R2-12/18. Copyright © 2018. All rights reserved. Features and specifications are subject to change without notice. The Senstar 
name and logo are registered trademarks of Senstar Corporation.

info@senstar.com  •  senstar.com

Length

Width


